
10294 Titanic Light Installation Tutorial



灯光材料如下
The lighting material is as follows

Break the ship into three sections and take this part of the picture



Remove the building blocks as follows

Take out package A and start through the block from the plug



The double-sided adhesive was cut into several equal parts

Wear to the last strip and stick the double-sided glue on the 
back of the strip



Remove the blocks



Install the next light bar as follows (plug the light and wire 
interface into the blocks as follows)



Restthe blocks after installation



Remove the blocks as follows and hide the wires in the blocks





→

Install the next light bar as follows

Remove the blocks and hide the wires in the blocks



The next lamp bar is installed as below to restore the building
 blocks

Remove the building blocks as follows



Install the following lamp strip as follows (method as above)



Hidden the wires in the building blocks

Remove the blocks



Pass the wire and lamp strip and attach the double-sided
 adhesive to the lamp strip as follows



The plug wires passes through the blocks

Reduce the building blocks as follows



→

Remove the building blocks shown in Fig



Take out the package B and install the last light bar as follows



→

Install the next light set as follows

Remove the blocks and hide the wires in the blocks



Remove the building blocks as follows



Install the light strips as below, hide the wires in the blocks
 and restore the blocks





Remove the building blocks as follows



Take out the package C and install the last light bar as follows

Turn the blocks over and install the next light bar as below



Remove the building blocks as follows



Pass the plug wire through the block as shown



Take out double-sided adhesive on the back of the mounting 
blocks as follows



Turn the building blocks over, and also remove the building
 blocks on both sides

Install the plug wire through the building blocks as follows



Place all plug wires on the same side as below



Remove the building blocks under the drawing



Take out the D package and pass the last light strip through 
the blocks as below

Plug the light strip and wire interface into the blocks and
 restore the blocks



Take out the wire with the lamps

Remove the blocks



Install the lamp bar as follows (raised light aligned at the 
circle port of the block)

Building blocks are restored as follows



Remove the building blocks below



Keep the wires in the blocks and install the lamps



Remove the building blocks and attach the double-sided adhesive 
to the lamp strip as follows



Stick the light strips to the blocks below and hide the wires
 in the blocks



Flip the building blocks and install the lamp bars in the same 
way as follows



Remove the building blocks as follows



Pass the light strips through the blocks, take out double-sided
 tape and stick the blocks as follows

Building blocks to restore



Take out the package E and install the last light bar as follows

Remove the blocks



Remove the building blocks, install the red light particles as 
follows, and restore the building blocks



Install the next light bar as follows, with the shorter one 
installed on the next layer



Flip the blocks and pass the wire through



Install a separate green light particle as follows

Install the lamp bar as follows



Restore the building blocks on both sides

Combine the third-class split as follows



Remove the middle parts as follows

Take out the package F and install the first light group in 
the middle as follows



Install the lamp set on the right as below

Install the lamp set with lamp particles on the left side below



Take out the accessories and install them as below

Take out the G bag and install the lamp particles into the
 accessories as follows



→
Move the blocks, put the plug wire to the bottom and restore
 the blocks

Both building blocks were installed back and fixed





Install the second lamp as follows

Place excess wires in yellow blocks and restore



The wire with the lamp particles pulls out

Remove the building blocks below



Keep the wires in the building blocks and restore them



Install the next lamp particle as follows, and also hide the
 wire in the building block



Remove the blocks and hide the wire in the blocks



Restore building blocks

Install the next lamp



Remove the building blocks, hide the wires in them and restore
 them



Remove the blocks

Pass the last lamp through the blocks as follows



Install the last lamp

Remove the blocks and hide the wires in the blocks



Pull all the plug wires to the position in the figure



Insert the plug into the connector to connect the battery



Install blocks (place the connecting board outside for remote control)



It can be restored as shown in the figure (or you can put the
 connector inside)
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